
Specifications LED Tracklight RHEA
Aluminium Black 30W 2000lm
10t/m60D - 930-957 Tunable White |
Best Colour Rendering - Dimmable

View Product

General Information

SKU 247565

EAN 8720701272026

Brand Other

Manufacturer Name 3-FASE RAILSPOT RHEA 10°-60° 30W ZWART WHITE SWITCH

Any Lamp all-in warranty 2 Years

Average Lifetime (h) 30000

Technical Information

Technology LED Integrated

Wattage 30

Replaces (Watt) 90

Voltage (V) 220-240

Dimmable Dimmable

Colour Code 930 Warm White, 957 Cool White

Colour temperature (Kelvin) 5700 Cool White, 3000 Warm White

Colour Rendering (Ra) 90-99

Colour of Light White

Light colour options Tunable White

Luminous Flux (Lumen) 2000

Luminous Efficacy (lm/W) 70

https://al-release.wip.any-lamp.com/led-tracklight-rhea-aluminium-black-30w-2000lm-10t-m60d-930-957-tunable-white-best-colour-rendering-dimmable-8720701272026


Emergency Lighting No Emergency Unit

Beam Angle (degree) 10t/m60

Power factor >0.90

Product Type Category LED Trackspot

Fixture Information

Including bulb Yes

Mounting Method Rail Mounted

Fixture Connection 3-Phase rail

Operating Temperature -20 to +40

IP-rating IP22

Impact Protection (IK) IK06 - 1 joule

Housing Aluminium

Colour of the Fixture Black

Colour of material Black

Optical Cover PC (Polycarbonate)

Series RHEA

Dimensions

Length (mm) 75

Width (mm) 75

Height (mm) 195

Diameter (mm) 75

Sensor Information

Type of sensor No Sensor


